
M 4 4 0,7 0,5 1/16'' G 7,72 28

M 5 5 0,8 0,5 1/8'' G 9,73 28

M 6 6 1 0,75 1/4'' 0,25 6,35 20 28 28 20 26 1/4'' G 13,16 19

M 7 7 1 0,75

M 8 8 1,25 1 0,75 9/32'' 0,28 7,14 26 Rd8

M 9 9 1,25 1 0,75 5/16'' 0,31 7,95 18 24 24 18 22 Rd9

M 10 10 1,5 1,25 1 0,75 3/8'' 0,38 9,56 16 24 24 16 20 Rd10 3/8'' G 16,66 19

M 11 11 1,5 1 0,75 7/16" 0,43 11,11 14 20 20 14 18 Rd11

M 12 12 1,75 1,5 1,25 1 1/2'' 0,50 12,70 13 20 20 12 16 Rd12 1/2'' G 20,96 14

M 14 14 2 1,5 1,25 1 9/16" 0,56 14,22 12 18 18 12 16 Rd14

M 15 15 1,5 1 5/8'' 0,63 15,88 11 18 18 11 14 5/8'' G 22,91 14

M 16 16 2 1,5 1 11/16'' 0,69 17,48 11 14 Rd16

M 17 17 1,5 1 3/4'' 0,75 19,05 10 16 16 10 12 3/4'' G 26,44 14

M 18 18 2,5 2 1,5 1 13/16'' 0,81 20,65 12 Rd18

M 20 20 2,5 2 1,5 1 7/8'' 0,88 22,23 9 14 14 9 11 Rd20 7/8'' G 30,2 14

M 22 22 2,5 2 1,5 1 1'' 1,00 25,40 8 12/14 12 8 10 Rd22 1'' G 33,25 11

M 24 24 3 2 1,5 1 1''1/8 1,13 28,58 7 12 12 7 9 8 Rd24 1''1/8 G 37,9 11

M 25 25 2 1,5 1 1''1/4 1,26 31,75 7 12 12 7 9 8 Rd26 1''1/4 G 41,91 11

M 27 27 3 2 1,5 1 1''3/8 1,38 34,93 6 12 12 6 8 8 1''3/8 G 44,32 11

M 28 28 2 1,5 1 1''1/2 1,50 38,10 6 12 12 6 8 8 Rd28 1''1/2 G 47,8 11

M 30 30 3,5 3 2 1,5 1 1''5/8 1,63 41,28 5 8 8 Rd30

M 32 32 2 1,5 1''3/4 1,75 44,45 5 5 7 8 Rd32 1''3/4 G 53,75 11

M 33 33 3,5 3 2 1,5 1''7/8 1,88 47,63 4,5 8 Rd34

M 35 35 2 1,5 2'' 2,00 50,80 4,5 4,5 7 8 2'' G 59,61 11

M 36 36 4 3 2 1,5 2''1/4 2,25 57,15 4,5 4 6 8 Rd36 2''1/4 G 65,71 11

M 39 39 4 3 2 1,5 2''1/2 2,50 63,50 4 4 6 8 Rd38 2''1/2 G 75,18 11

M 40 40 3 2 1,5 2''3/4 2,75 69,85 4 3,5 6 8 Rd40 2''3/4 G 81,53 11

M 42 42 4,5 4 3 2 1,5 3'' 3,00 76,20 4 3,5 5 8 Rd42 3'' G 87,88 11

M 45 45 4,5 4 3 2 1,5 3''1/4 3,25 82,55 4 3,25 5 8 Rd44 3''1/4 G 93,98 11

M 48 48 5 4 3 2 1,5 3''1/2 3,50 88,90 4 3,25 4,5 8 Rd46 3''1/2 G 100,33 11

M 50 50 3 2 1,5 3''3/4 3,75 95,25 4 3 4,5 8 Rd48

M 52 52 5 4 3 2 1,5 4'' 4 3 4,5 8 Rd50

M 55 55 4 3 2 1,5 Rd52

M 56 56 5,5 4 3 2 1,5 Rd55

M 58 58 4 3 2 1,5 Rd58

M 60 60 5,5 4 3 2 1,5 Rd60

M 62 62 4 3 2 1,5 Rd62

M 64 64 6 4 3 2 1,5

M 65 65 4 3 2 1,5

M 68 68 6 4 3 2 1,5

M 70 70 6 4 3 2 1,5

M 72 72 6 4 3 2 1,5

M 75 75 6 4 3 2 1,5

M 76 76 6 4 3 2 1,5

M 80 80 6 4 3 2 1,5

M 85 85 6 4 3 2

M 90 90 6 4 3 2

M 95 95 6 4 3 2

M 100 100 6 4 3 2

THREAD CHART - TABLEAU DE FILETAGE - GEWINDETABELLE - TABLA DE ROSCA

METRIC THREADS OTHER THREADS ROUND THREADS CYLINDRICAL GAS THREADS (G or BSPP)

SIZE
NOMINAL 
DIAMETER 

(in mm)

DISTANCE BETWEEN 2 THREADS (IN MM)
SIZE

NOMINAL DIAMETER NUMBER OF THREADS PER INCH
SIZE THREAD 

PITCH SIZE NOMINAL DIAMETER 
(mm)

NUMBER OF THREADS 
PER INCHSTANDARD THREAD PITCH FINE THREAD PITCH inch mm UNC UNF UNJF BSW BSF 8 UN

Non-exhaustive list ; for the feasibility of a thread type not included in this table do not hesitate to contact CODIPRO 
Liste non exhaustive ; pour la faisabilité d’un filetage non repris dans ce tableau, n’hésitez pas à contacter CODIPRO
Liste nicht vollständig ; bei Gewindearten, die nicht aufgeführt sind, kontaktieren Sie CODIPRO
Para una rosca que no figura en la tabla, por favor, contáctenos ya que la lista retoma solo una parte de las roscas posibles.

1 In stock / En stock / Auf Lager / En stock

1 Lead Time: max. 5 days - delivery time excluded / Délai max. 5 jours hors transport /
Lieferzeit: 5 Werktage ohne Transport / Plazo max. 5 dias laborales sin transporte

Different threads pitch available / Plusieurs pas disponibles / Mehrere Gewindesteigungen 
erhältlich / Varios pasos disponibles
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