METRIC THREADS

CENTRAL SAFETY SHACKLE
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Rererence A B C D E F H K m
(mm) (mm) (mm) (mm) (Gal)) [Gala)) (mm) (mm)
CSS 20 20 40 80 220 50 62 90 88 98 132 38 76 41,0 12,7 28.00
CSS 32 32 40 80 330 50 62 90 88 98 132 38 76 41,0 16,7 36.82
CSS 55 55 53 105 540 85 191 184 160 170 267 85 175 79,5 90,0 198.42

Drilling and fastening by screws DIN 912-12.9 / Percage et fixation par vis DIN 912-12.9 / Bohrung und Montage mit Schrauben DIN 912-12.9 /
Taladro y fijacion por DIN 912-12.9

Tin =254 mm
Drilling/Percage/ PTU/ . .
Bohrung//Taladro UTD Screw/Vis/Schraube/Tornillo
Head / Téte /
Length Schraubenkopf /
Reference Quantity Model Longueur Encima
i M N Quantite Modele Lange Height /
Menge Modell Longitud Diam
(mm) (mm) Cantidad | Modelo I H;haeuﬁeAu{téra
(mm) (mm) AT,
CSS 20 38 70 / 54 2 M36 100 54 36 600
CSS 32 38 70 130 54 4 M36 100 54 36 600
CSS 55 50 133 210 85 4 M48 160 72 48 600
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